

## Thru-the-Wall Consfort for all types of Malit--amidy Construction

## Features

- Available for 1.5 to 2.5 ton capacity systems
- Ready for both left and right hand drain requirements
- Copper Tube Aluminum Fin
- Upflow/downflow compatible


## Performance

- Adjustable R-410A TXV for optimum performance
- Matches available with all NCP Condensing Units




## Unit Dimensions

| Model | Size (tons) | Flow Control | Liquid Line | Suction Line | Cabinet <br> Width (W) | Cabinet Depth | Supply Opening Width ( ${ }^{\mathbf{1}}$ ) | Supply Opening Depth | Cabinet <br> Height (H) | Shipping Weight |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| NCC418AA-1 | 1.5 Ton | Adj. TXV | 3/8" | 3/4" | 17.50" | 21.50 " | $16^{\prime \prime}$ | $20 "$ | 20.50" | 56 lbs. |
| NCC424AA-1 | 2 Ton |  |  |  | 17.50" | 21.50 " | $16 "$ | $20 "$ | 24.50" | 62 lbs. |
| NCC430AA-1 | 2.5 Ton |  |  |  | 21.00" | 21.50 " | 19.50" | $20 "$ | 28.50" | 75 lbs. |



